


Step 9
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Drill Flamaster M5 rivet nut Riveting machine

Screwdriver Combiners

Connecting two crossbars using the Moon Frame Connector.

5A 

Choose the appropriate length 

of Moon Frame by selecting two 

slightly longer pieces.

5B

If necessary, mark the place of 

cutting.

5C 

In the previously marked places, 

trim the Moon Frame with an 

aluminum saw. The cut is best 

made on both crossbars.

5D 

Connect the components using 

the Moon Frame Connector.

Use the 8 sets of nuts and bolts 

included in the kit.

5E

View of the fi nished, assembled 

Moon Frame



Location 
collision
Location 
collision

For other ways to 

install MOON BOX, 

see the installation 

instructionsSCAN ME
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Installing Moon Frame, for example, in a window recess may require trimming Moon Frame 

at the structural reinforcement point. In such a situation, after applying the Moon Frame at 

the point of its application, mark the collision point with a marker and trim the Moon Frame 

at this point.

Step 10



Location 
collision

Properly installed Moon Box ceiling cabinet in cars with a high roof / H3 /.

Properly installed Moon Box ceiling cabinet in cars with a low roof / H1-H2 /.

Moon Frame

Moon Frame

Moon Frame

Structural strengthening

of the car

Structural strengthening

of the car

Bodywork

Bodywork

Upholstery
and insulation

Upholstery
and insulation

Step 11

Rivet nut

Rivet nut
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Usage information

Cleaning

Wipe with a damp cloth.

Composition

Aluminium 100%

Transportation and storage
The products are packaged in plastic outer 

packaging.

 

Be transported in the original packaging.

Disposal of packaging

The packaging is made of recyclable cardboard, so 

do not throw it away, but put it in the landfill in the 

waste paper garbage cans or special containers for 

cardboard packaging. Foil should be placed in the 

container for plastic and metal.

Safety precautions

Make sure you read and understand the instructions 

before using the Moon Frame. 

After installation, it is recommended to check the 

Moon Frame’s attachment by pulling the whole 

structure firmly. 

Protect from moisture. 

Do not load Moon Frame above the recommended 

maximum weight. 

Do not use any sharp objects such as knives, 

screwdrivers, etc., to remove the outer packaging.
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Notes
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Van Der Moon® is a registered trademark of Vitberg Sikora Jacek.  
© Vitberg Sikora Jacek - all rights reserved. 

Manufactured in Poland.

Contact

tel. +48 798 526 637
shop@vandermoon.com

www.vandermoon.com
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